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Issued to:  KOSTAL INDUSTRIE ELEKTRIK GMBH 

AN DER BELLMEREI 10, 58513 LUEDENSCHEID 

GERMANY 

   

This is to certify that 

representative samples of 

 POWER CONVERSION EQUIPMENT 

See next page for Models 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL508C, Standard for Power Conversion Equipment 

C22.2 No. 14-13 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements.  
 

Enclosed Power Conversion Equipment - Cat. Nos. INV MB 4 followed by 2.2, 3.0 or 4.0 

followed by combination of letters or digits.  

 

Open Type Power Conversion Equipment, Cat. Nos. INV MB 4, followed by 2.2, 3.0 or 4.0, 

may be followed by combination of letters or digits, followed by suffix S10 or G1, may be 

followed by combination of letters or digits.  

 

Enclosed Power Conversion Equipment - Cat. No. INV MB IV01 followed by PW07, PW08, 

PW09, PW79, PW80, PW94 followed by combination of letters or digits.  

 
Open Type Power Conversion Equipment, Cat. Nos. INV MB IV01, followed by PW07, 
PW08, PW09, PW79, PW80, PW94 may be followed by combination of letters or 
digits, followed by CO01 or DK05,  may be followed by additional letters or digits. 
 


